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SEPA
FACT SHEET

The United States Environmental Protection Agency (EPA) proposes to issue
National Pollutant Discharge Elimination System (NPDES) Permits to discharge pollutants
pursuant to the provisions of the Clean Water Act, 33 USC §1251 et seq to:

Facility Permit Number
Bonneville Project, U.S. Army Corps of Engineers WA0026778
The Dalles Lock and Dam, U.S. Army Corps of Engineers WA0026701
John Day Project, U.S. Army Corps of Engineers WA0026832

McNary Lock and Dam, U.S. Army Corps of Engineers ~ WA0026824

Public Comment Start Date: October, XX 2018
Public Comment Expiration Date:  November, XX 2018

Technical Contact:  Jenny Wu
Email: Wu.Jennifer@epa.gov
Phone: (206) 553-6328
1-800-424-4372 ext 6328 (within Alaska, Idaho, Oregon and Washington)

The EPA Proposes to Issue NPDES Permits

The EPA proposes to issue NPDES permits for the facilities referenced above. The draft permits place
conditions on the discharge of pollutants from the hydroelectric generating facilities to waters of the
United States (U.S.). In order to ensure the protection of water quality and human health, these permits
place limits on the types and amounts of pollutants that can be discharged from the facilities.

This Fact Sheet includes:
¢ information on public comment, public hearing, and appeal procedures
e alisting of proposed effluent limitations and other conditions for the facilities
e maps and descriptions of the discharge locations
e technical material supporting the conditions in the permits

State Certification
Upon the EPA’s request, the Washington Department of Ecology (Ecology) has provided a draft

certification of the permit for this facility under Section 401 of the Clean Water Act. Comments
regarding the certification should be directed to:

Insert State Agency Address
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Public Comment

Persons wishing to comment on, or request a Public Hearing for the draft permits for these facilities may do so
in writing by the expiration date of the Public Comment period. A request for a Public Hearing must state the
nature of the issues to be raised as well as the requester’s name, address and telephone number. All comments
and requests for Public Hearings must be in writing and should be submitted to the EPA as described in the
Public Comments Section of the attached Public Notice. Comments must include the commenter’s name,
address, telephone number, permit name, and permit number. Comments must include a concise statement of
the basis and any relevant facts the commenter believes the EPA should consider in making its decision
regarding the conditions and limitations in the final permit.

After the comment period closes, and all comments have been considered, the EPA will review and address all
submitted comments. EPA’s Regional Director for the Office of Water and Watersheds will then make a final
decision regarding permit issuance. If no substantive comments are received, the tentative conditions in the
draft permits will become final, and the permits will become effective upon issuance. If substantive comments
are received, the EPA will address the comments and issue the permit. The permit will become effective no less
than 30 days after the issuance date, unless an appeal is submitted to the Environmental Appeals Board within
30 days pursuant to 40 CFR 124.19.

Documents are Available for Review

The draft NPDES permits, fact sheet, and related documents can be reviewed or obtained by visiting or
contacting the EPA Region 10 Operations Office in Seattle between 8:30 a.m. and 4:00 p.m., Monday through
Friday at the address below. The draft permits, fact sheet, and other information can also be found by visiting
the Region 10 NPDES website at: ‘http://EPA gov/r10earth/waterpermits.htm’

US EPA Region 10

Suite 155

1200 Sixth Avenue, OWW-191

Seattle, Washington 98101

(206) 553-0523 or

Toll Free 1-800-424-4372, ext 0523 (within Alaska, Idaho, Oregon and Washington)

The draft permits and fact sheet also are available at the following state offices:

Washington Department of Ecology
Attn: 401 Program

State Office

Insert State Agency Address
Lacey, Washington

(208) 373-0502

Washington Department of Ecology

Insert State Agency Address
Insert Phone Number

The draft permits, fact sheet, and other information also can be found by visiting the Region 10 website at:
Insert URL

ED_004421A_00650602-00002



NPDES Fact Sheet

Page 3 of 53
USACE Lower Columbia River Hydroelectric Generating Permits

For technical questions regarding the permits or fact sheet, contact Jenny Wu at the phone number or email

listed above. Services can be made available to persons with disabilities by contacting Audrey Washington at
(206) 553-0523.
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ACRONYMS

AML Average Monthly limit

APA Administrative Procedures Act

BAT Best Available Technology Economically Achievable
BCT Best Conventional Pollutant Control Technology
BE Biological Evaluation

BMPs Best Management Practices

BO Biological Opinion

BOD Biological Oxygen Demand

BPJ Best Professional Judgment

BPT Best Practicable Control Technology Currently Available
CFR Code of Federal Regulations

CcocC Contaminant of Concern

cfs Cubic feet per second

CWA Clean Water Act

DF Dilution Factor

DMR Discharge Monitoring Report

DWS Domestic Water Supply — use designation in Idaho Water Quality Standards
EA Environmental Assessment

EAL Environmentally Acceptable [ ubricant

EFH Essential Fish Habitat

EIS Environmental Impact Statement

ELG Effluent Limitation Guidelines

EPA United States Environmental Protection Agency
ESA Endangered Species Act

GPD Gallons per Day

GPM Gallons per Minute

GP Hydroelectric Generating Facilities General Permit
ICIS Integrated ( ompliance Information System

LA Load Allocation

LTA Long Term Average

MCL Maximum Contaminant Level

MDL Maximum Daily Limit or Method Detection Limit
ng/L Micrograms per Liter

mg/L Milligrams per Liter

MGD Million Gallons per Day

ML Minimum Level

NEPA National Environmental Policy Act

NOAA-NMFS National Oceanic and Atmospheric Administration- National Marine Fisheries Service
NOI Notice of Intent

NPDES National Pollutant Discharge Elimination System
NPDWR National Primary Drinking Water Regulations
NSPS New Source Performance Standards

o&M Operation and Maintenance (of a treatment facility)
OMB White House Office of Management and Budget
OoOWwW EPA Office of Water and Watersheds

QAP Quality Assurance Plan

QA/QC Quality Assurance/Quality Control
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RFA
SDWA
TAS
TBEL
TMDL
TR
TSD
TSS
UMRA
US
USC
USFWS
USGS
WET
WLA
WOQBEL
WQS

Regulatory Flexibility Act
Safe Drinking Water Act

Treatment in a Manner Similar to a State (EPA-Tribal Government Process)

Technology-Based Effluent Limitation
Total Maximum Daily Load
Total Recoverable (Metal Concentration)

EPA Technical Support Document for Water Quality-based Toxics Control

Total Suspended Solids

Unfunded Mandates Reform Act

United States

United States Code

United States Fish and Wildlife Service
United States Geological Survey

Whole Effluent Toxicity

Wasteload Allocation

Water Quality-Based Effluent Limitation
Water Quality Standards
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DEFINITIONS

7010 flow (seven-day, ten-year low flow) means the lowest seven-day consecutive mean daily stream flow with
a recurrence interval of ten years.

Administrator means the Administrator of the United States Environmental Protection Agency, or an authorized
representative [40 CFR 122.2].

Average monthly limits means the highest allowable average of “daily discharges” over a calendar month,
calculated as the sum of all “daily discharges” measured during a calendar month divided by the number of
“daily discharges” measured during that month. It may also be referred to as the "monthly average limits"[40
CFR 122.2].

Best Available Technology Economically Achievable (BAT) means the technology-based standard established
by the Clean Water Act (CWA) as the most appropriate means available on a national basis for controlling the
direct discharge of toxic and nonconventional pollutants to navigable waters. BAT effluent limitations
guidelines (ELGs), in general, represent the best existing performance of treatment technologies that are
economically achievable within an industrial point source category or subcategory.

Best Conventional Pollutant Control Technology (BCT) means the technology-based standard for the discharge
from existing industrial point sources of conventional pollutants including BOD, 188, fecal coliform, pH, and
oil and grease.

Bypass means the intentional diversion of waste streams from any portion of a treatment facility.

CAS registration number means the number assigned by the Chemical Abstract Service (CAS) to uniquely
identify a chemical.

CFR means the Code of Federal Regulations, which is the official annual compilation of all regulations and
rules promulgated during the previous year by the agencies of the United States government, combined with all
the previously issued regulations and rules of those agencies that are still in effect.

Composite sample means a flow-proportioned mixture of not less than four discrete representative samples
collected at the same discharge point within the same 24 hours.

Conventional pollutant means biological oxygen demand (BOD), total suspended solids (TSS), bacteria, oil and
grease, and pH as defined in 40 CER 401.16,

Continuous Discharge means a discharge which occurs without interruption throughout the operating hours of
the facility, except for infrequent shutdowns for maintenance, process changes, or other similar activities [40
CFR 122.2].

CWA means the Clean Water Act in the United States Code (USC) (formerly referred to as the Federal Water
Pollution Control Act or Federal Water Pollution Control Act Amendments of 1972) Public Law 92-500, as
amended by Public Law 95-217, Public Law 95-576, Public Law 96-483, and Public Law 97-117, 33 USC 1251
et seq. [40 CFR 122.2].

Daily discharge means the “discharge of a pollutant” measured during a calendar day or any 24-hour period that
reasonably represents the calendar day for purposes of sampling. For pollutants with limits expressed as mass
"daily discharge" is calculated as the total mass of the pollutant discharged over the day. For pollutants with
limitations expressed in other units of measurement, the "daily discharge" is calculated as the average
measurement of the pollutant over the day [40 CFR 122.2].

The Director means the Regional Administrator of the EPA Region 10, or the Director of the EPA Region 10
Office of Water and Watersheds, the State of Idaho Department of Environmental Quality, or an authorized
representative thereof.
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Discharge when used without qualification means the “discharge of a pollutant.”

Discharge Monitoring Report (DMR) means the EPA uniform national form, including any subsequent
additions, revisions, or modifications for the reporting of self-monitoring results by permittees [40 CFR 122.2].

Discharge of a pollutant means any addition of any “pollutant” or combination of pollutants to “waters of the
United States” from any “point source,” or any addition of any pollutant or combination of pollutants to the
waters of the “contiguous zone” or the ocean from any point source other than a vessel or other floating craft
which is being used as a means of transportation. This definition includes additions of pollutants into waters of
the United States from: surface runoff which is collected or channeled by man; discharges through pipes,
sewers, or other conveyances owned by a State, municipality, or other person which do not lead to a treatment
works; and discharges through pipes, sewers, or other conveyances, leading into privately owned treatment
works. This term does not include an addition of pollutants by any “indirect discharger” [40 CFR 122.2].

Draft permit means a document prepared under 40 CFR 124.6 indicating the Director's tentative decision to
issue or deny, modify, revoke and reissue, terminate, or reissue a permit” [40 CFR 122.2].

Effluent limitation means any restriction imposed by the Director on quantities, discharge rates, and
concentrations of “pollutants” which are “discharged” from “point sources” into “waters of the United States,”
the waters of the “contiguous zone,” or the ocean [40. CFR 122 .2].

Effluent limitations guidelines (ELG) means a regulation published by the Administrator under section 304(b)
of CWA to adopt or revise “effluent limitations' [40 CFR 122 .2].

Environmentally Acceptable Lubricant means lubricants that are “biodegradable” and “minimally-toxic” and
are “not bioaccumulative” as defined in this permit. For purposes of the permit, products meeting this permit’s
definitions of being an “Environmentally Acceptable Lubricant” include those labeled by the following labeling
programs: Blue Angel, European Ecolabel, Nordic Swan, the Swedish Standards SS 155434 and 155470, and
EPA’s Design for the Environment (DfE)

Excluded Waters, or prohibited waters, means water bodies not authorized as receiving waters to be covered
under this general NPDES permit.

Facility means any NPDES point soutce or any other facility or activity (including land or appurtenances
thereto) that is subject to regulation under the NPDES program.

Grab sample means a single water sample or measurement of water quality taken at a specific time.

Hazardous Material means a material or combination of materials which may present a substantial present or
potential hazard to human health, the public health, or the environment. It is also defined at 40 CFR 122.2 to
mean any substance designated in 40 CER 116, pursuant to Section 311 of the CWA.

Indian Country as indicated by 18 USC §1151 means: (a) All land within the limits of any Indian reservation
under the jurisdiction of the United States Government, notwithstanding the issuance of any patent, and,
including rights-of-way running through the reservation, (b) All dependent Indian communities within the
borders of the United States whether within the original or subsequently acquired territory thereof, and whether
within or without the limits of a state, and, (c) All Indian allotments, the Indian titles to which have not been
extinguished, including rights-of-way running through the same.

Indian Tribe means any Indian Tribe, band, group, or community recognized by the Secretary of the Interior
and exercising governmental authority over a Federal Indian Reservation [40 CFR 122.2].

Influent means the water from upstream that enters the facility.

Maximum means the highest measured discharge or pollutant in a waste stream during the time period of
interest.

Maximum Daily Discharge limitation means the highest allowable “daily discharge” [40 CFR 122.2].
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Monthly Average Limit means the average of “daily discharges” over a monitoring month, calculated as the sum
of all “daily discharges” measured during a monitoring month divided by the number of “daily discharges”
measured during that month [40 CFR 122.2].

National Pollutant Discharge Elimination System (NPDES) means the national program for issuing, modifying,
revoking and reissuing, terminating, monitoring and enforcing permits, and imposing and enforcing
pretreatment requirements, under sections 307, 402, 318, and 405 of CWA [40 CFR 122.2].

Nonconventional Pollutants means all pollutants that are not included in the list of conventional or toxic
pollutants in 40 CFR 401. This includes pollutants such as chlorine, ammonia, COD, nitrogen, and
phosphorous.

Notice of Intent (NOI) means a request, or application, to be authorized to discharge under a general NPDES
permit.

Pollutant means dredged spoil, solid waste, incinerator residue, filter backwash, sewage, garbage, sewage
sludge, munitions, chemical wastes, biological materials, radicactive materials [except those regulated under the
Atomic Energy Act of 1954, as amended (42 USC 2011 et seq.)], heat, wrecked or discarded equipment, rock,
sand, cellar dirt and industrial, municipal, and agricultural waste discharged into water [40 CFR 122.2].

Services means the United States Fish and Wildlife Service and/or the National Oc¢eanic and Atmospheric
Administration-National Marine Fisheries Service (NOAA Fisheries or NMFS)

Technology-based effluent limitation (TBEL) means treatment requirements under Section 301(b) of the Clean
Water Act that represent the minimum level of control that must be imposed in a permit issued under section
402 of the Clean Water Act. EPA is required to promulgate technology-based limitations and standards that
reflect pollutant reductions that can be achieved by categories, or subcategories of industrial point sources using
specific technologies that EPA identifies as meeting the statutorily prescribed level of control under the
authority of CWA sections 301; 304, 306, 307, 308, 402, and 501 [33 USC § 1311, 1314,1316,1318,1342, and
1361].

Total Maximum Daily Load (TMDL) means the sum of the individual wasteload allocations (WLAs) for point
sources, load allocations (LAs) for nen-point sources, and natural background when allocating pollutant loading
to a particular waterbody The TMDL. establishes loads at levels that meet applicable water quality standards.

Upset means an exceptional incident in which there 1s unintentional and temporary noncompliance with
technology-based permit effluent limitations because of factors beyond the reasonable control of the permittee.
An upset does not include noncompliance to the extent caused by operational error, improperly designed
treatment facilities, inadequate treatment facilities, lack of preventive maintenance, or careless or improper
operation [40 CFR 122.41(n)].

Waters of the United States or waters of the U.S. means:

(a) All waters which are currently used. were used in the past, or may be susceptible to use in interstate or
foreign commerce, including all waters which are subject to the ebb and flow of the tide;

(b) All interstate waters, including interstate “wetlands;”

(c) All other waters such as intrastate lakes, rivers, streams (including intermittent streams), mudflats, sandflats,
“wetlands,” sloughs, prairie potholes, wet meadows, playa lakes, or natural ponds the use, degradation, or
destruction of which would affect or could affect interstate or foreign commerce including any such waters:
(1) Which are or could be used by interstate or foreign travelers for recreational or other purposes;

(2) From which fish or shellfish are or could be taken and sold in interstate or foreign commerce; or

(3) Which are used or could be used for industrial purposes by industries in interstate commerce;

(d) All impoundments of waters otherwise defined as waters of the United States under this definition;

(e) Tributaries of waters identified in paragraphs (a) through (d) of this definition;

(f) The territorial sea; and
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(g) “Wetlands” adjacent to waters (other than waters that are themselves wetlands) identified in paragraphs (a)
through (f) of this definition [40 CFR 122.2].
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I. Background Information

A. General Information
This fact sheet provides information on the draft National Pollutant Discharge Elimination System
(NPDES) permits for four hydroelectric projects: the Bonneville Project, The Dalles Lock and
Dam, John Day Project, and McNary Lock and Dam. The EPA is including these facilities in one
fact sheet because they have similar operations and discharges, and have outfalls into the same
waterbody, the Lower Columbia River. In addition, all of these hydroelectric projects are operated
by the U.S. Army Corps of Engineers (USACE). Below is more information on each facility.

Table 1. General Facility Information for Bonneville Project

NPDES Permit #: WAD026778
Applicant: Bonneville Project, USACE
Type of Ownership Federal

Physical Address:

Exit 40, Interstate 84
Cascade Locks, Oregon 97014

Mailing Address:

P.O.Box 150
Cascade Locks, Oregon 97014

Facility Contact:

Melissa McBain
Environmental Compliance Coordinator
(541) 374-4575

Facility Location:

Latitude: 45°38’ 57° N
Longitude: 121056’ 12" W

Receiving Water

Columbia River, Washington

Facility Qutfalls

001 Latitude: 45238’ 57° N  Longitude:
002 Latitude: 45°38’ 57° N  Longitude:
003 Latitude: 45°38’ 56” N  Longitude:
004a Latitude: 45°38’ 56" N Longitude:
004b Latitude: 45°38’ 56" N Longitude:
005a Latitude: 45°38’ 55” N Longitude:
005b  Latitude: 45°38’ 55” N Longitude:
006a Latitude: 45038’ 55" N Longitude:
006b Latitude: 45038’ 55” N  Longitude:
007a Latitude: 45°38’ 54” N Longitude:
007b  Latitude: 45°38’ 54” N Longitude:
008a Latitude: 45°38’ 53" N Longitude:
008b Latitude: 45038 53" N Longitude:
009a Latitude: 45°38’ 53" N Longitude:
009b Latitude: 45°38’ 53" N Longitude:
010a Latitude: 45°38’ 52" N Longitude:
010b Latitude: 45°38’ 52" N Longitude:
011a Latitude: 45°38’ 51 N Longitude:
011b Latitude: 45°38’ 51" N Longitude:
012 Latitude: 45238’ 55° N Longitude:
013 Latitude: 45°38' 51° N Longitude:
014 Latitude: 45°38' 50° N  Longitude:
015 Latitude: 45238’ 51 N Longitude:

121056 12" W
121°56" 13" W
121056 12" W
121°56" 14" W
121°56" 14" W
121°56" 15”7 W
121°56" 15”7 W
121056’ 15" W
121056’ 15" W
121056’ 16" W
121056’ 16" W
121056 17" W
121056 17" W
121°56’ 18" W
121°56’ 18" W
121°56’ 19" W
121°56’ 19" W
121056’ 20” W
121056 20" W
121956 14" W
121056 20" W
121956 19" W
121056 20" W
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Table 2. General Facility Information for The Dalles Lock and Dam

NPDES Permit #:

WAQ026701

Applicant:

The Dalles Lock and Dam, USACE

Type of Ownership

Federal

Physical Address:

Exit 88, Interstate 84
The Dalles, Oregon 97058

Mailing Address:

P.O.Box 564
The Dalles, Oregon 97058

Facility Contact:

Carson Freels
PO Box 564
(541)298-7415

Operator Name:

Jose Aguilar
PO Box 2946
Portland, Oregon 97208

Facility Location:

Latitude: 45°37' 2" N
Longitude: 1242 7.28" W

Receiving Water

Columbia River, Washington

Facility Outfalls

001 Latitude: 45237 2" N
002 Latitude: 45°37 2" N
003 Latitude: 45°38 57" N
004 Latitude: 45°36' 58’ N
005 Latitude: 45°36' 59" N

006 Latitude: 45°37° 0.1 N

007 Latitude: 45937 2" N
008 Latitude: 45937 3" N
009 Latitude: 45°37° 4" N
010 Latitude: 45°37' 5”N
011 Latitude. 45°37" 7" N
012 Latitude: 45237 8" N
013 Latitude: 45937 9" N
014 Latitude: 45°36’ 56" N
015 Latitude: 45°36' 45" N
016 Latitude: 45°36' 53" N
017 Latitude: 45°36’ 57 N
018 Latitude: 45236’ 57" N
019 Latitude: 45°36’ 58" N
022 Latitude: 45°36' 60° N

023 Latitude: 45037’ 0.3" N

026 Latitude: 45°37’ 3" N
027 Latitude: 45°37’ 3" N
028 Latitude: 45°37' 4" N
029 Latitude: 45°37' 5" N
030 Latitude: 45°37' 5" N
031 Latitude: 45°37' 6" N
032 Latitude: 45°37" 1" N
033 Latitude: 45037’ 3" N
034 Latitude: 45037’ 3" N
035 Latitude: 45°37’ 12" N

Longitude:
Longitude:
Longitude;
Longitude;
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:
Longitude:

12107 28" W
12407 28" W
12107 35" W
121°7 33" W
121°7 31" W
12107 29" W
12107 27" W
12107 25" W
12107 23" W
12107 22" W
12107 20" W
121°7° 18" W
121°7° 16" W
121°7° 36" W
121°7 53" W
121°8' 8" W
12108 15" W
12107 37" W
12107 36" W
12107 33" W
12107 32" W
12107 29" W
12107 28" W
12107 27" W
12107 26" W
12107 25" W
12107 24" W
12107 28" W
12107 29" W
12107 29" W
12107 127 W
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Table 3. General Facility Information for John Day Project

NPDES Permit #: WA0026832
Applicant: John Day Project, USACE
Type of Ownership Federal

Physical Address: Exit 109, Interstate 84
Rufus, Oregon 97050

Mailing Address: P.O. Box 823
Rufus, Oregon 97050

Facility Contact: John Goldsberry
Environmental Compliance Coordinator
(541) 506-7897

Operator Name: Jose Aguilar
PO Box 2946
Portland, Oregon 97208
Facility Location: Latitude: 45°43' 0" N
Longitude: 120°41’ 30" W
Receiving Water Columbia River, Washington
Facility Outfalls 018 Latitude: 45942 53" N Longitude; 120041 34" W

019 Latitude: 45242”5653 N. Longitude. 120°41’ 35" W
020 Latitude: 45942' 7" N Longitude? 120°41' 47" W
021 Latitude: 45943 7" N Langitude: 120941 47" W
023 Latitude: 45042 57" N Longitude: 120941’ 38" W
024 Latitude: 45°42' 57" N Longitude. 120°41’ 38" W
025 Latitude: 45°42' 57° N' Longitude: 120°41’ 38" W
0286 Latitude: 45°43' 6" N . Longitude: 120°41’ 48" W
027 Latitude: 45243’ 7" N . Longitude: 120°41' 47" W
028 Latittide: 45943 4" N Longitude: 120°41’ 55" W
029 Latitude: 45°43: 6 N. "Longitude: 120°41’ 58" W
043 Latitude: 45°42' 53" N' Longitude: 120°41’ 35" W
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Table 4. General Facility Information for McNary Lock and Dam

NPDES Permit #: WA0026824
Applicant: McNary Lock and Dam, USACE

Type of Ownership Federal

Physical Address: 82925 DeVore Road
Umatilla, Oregon 97882

Mailing Address: P.O.Box 1230
Umatilla, Oregon 97882

Facility Contact: Baron J. Fiet |l
(541) 922-2219

Operator Name: US Army Corps of Engineers, Walla Walla'District
201 North 3™ Avenue
Walla Walla, Washington 99362

Facility Location: Latitude: 45°56’ 24" N
Longitude: 119°17' 6" W
Receiving Water Columbia River, Washington
Facility Outfalls 021 Latitude:45256' 24° N  Longitude: 119°17° 6" W

022 Latitude: 45256’ 24 N Longitude: 119°17' 6" W

B. Permit History

These are the first NPDES permits issued for the facilities. In July 2013, Columbia Riverkeeper filed
a complaint against the USACE for discharges of oil and grease without NPDES permits. On August
4, 2014, the USACE and Columbia Riverkeeper reached a Settlement Agreement where, among
other things, the USACE agreed to submit NPDES permit applications for outfalls with potential
pollutant discharges for the facilities listed above.

The USACE submitted NPDES applications to the U.S. Environmental Protection Agency Region
10 (EPA) for permit issuance on the following dates:

Facility Application Submittal Date

Bonneville Project 5/4/2015

The Dalles Lock and Dam 1/12/09; Supplementary materials submitted 6/29/2015, 8/29/2018
John Day Project 8/12/2015; Supplementary materials submitted 8/29/2018
McNary Lock and Dam 8/5/2015

The EPA determined that the applications were complete.

C. Tribal Consultation

The EPA contacted tribal staff of the Cowlitz Tribe, Confederated Tribes of Warm Springs,
Confederated Tribes of Grand Ronde, Yakama Nation, and the Confederated Tribes of the Umatilla
Reservation by electronic mail on August 8, 2018. On September 19, 2018, the EPA presented
information on the permits to tribes, the Columbia River Inter-Tribal Fish Commission, Upper
Columbia United Tribes, and the Upper Snake River Tribes Foundation. The EPA mailed letters to
each tribe on September XX [insert date], 2018 to inform them of the status of the NPDES permits
for the Lower Columbia River hydroelectric facilities and invite them to tribal consultation. The
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EPA continues to provide regular updates on permit progress to interested tribes and tribal
organizations.

II. Background Information

A. Geographic Area

The USACE owns and operates the four hydroelectric generating facilities in the Lower Columbia
River. The state line between Washington and Oregon is in the middle of the Columbia River, and
thus, the four facilities discharge in both Oregon and Washington waters. As a result, jurisdiction for
NPDES permitting in the Columbia River is divided between Washington and Oregon. The Oregon
Department of Environmental Quality (ODEQ) has jurisdiction to issue NPDES permits to federal
facilities in Oregon. However, the Washington Department of Ecology (Ecology) does not have
authority to issue such permits, thus, the EPA is the permitting authority for federal facilities in
Washington'!. These hydroelectric generating facilities are located in the following areas:

Facility Location

Bonneville Project Cascade Locks, Oregon
The Dalles Lock and Dam The Dalles, Oregon
John Day Project Rufus, Oregon

McNary Lock and Dam Umatilla, Oregon

B. Facility Operations and Types of Discharges

The four facilities in this fact sheet are hydroelectric generating facilities. The hydroelectric
generating facilities in the Lower Columbia River include the generating station(s), dam(s),
reservoir(s), navigation locks, canal system or tunnel system at certain facilities, and associated
equipment and structures used in the generation of hydroelectric power. These hydroelectric
generating facilities generate electricity through the use of falling or flowing water to drive turbines
and generators; thus, the facilities have essentially the same type of operation and discharges. The
types of discharges from these facilities are: cooling water; equipment and floor drain-related water;
and equipment and facility maintenance-related water. The Dalles Lock and Dam and Bonneville
Project also discharge equipment-related backwash strainer water, which are on cooling water
intakes. Hydroelectric generating water may also be exposed to lubricants on hydroelectric
generating equipment, such as wicket gates and lubricated wire rope, and other in-water equipment.

Cooling Water Discharges

Facilities use river water to cool equipment resulting in discharges of non-contact cooling water and
direct cooling water to the river. Non-contact cooling water is defined as “water used for cooling
which does not come into direct contact with any raw material, intermediate product, waste product
or finished product” (40 CFR 401.11(n)). Non-contact cooling water is used in cooling the turbine
bearings, guide bearings, air compressors, generators, HVAC chillers, and power transformers. At
pump storage projects, non-contact cooling water is used in cooling additional equipment which
includes the air compressors, air handlers, air conditioners, and rheostats. Direct cooling water is
used to directly cool the bearings. A facility may divert certain equipment-related cooling waters to
the equipment and floor drain water drainage system.

A separate equipment operation is the strainer operation on the cooling water intake line. These
strainers intercept materials greater than 1/8” to ensure that material does not enter the generator and

' NPDES Memorandum of Agreement Between the State of Washington and United States Environmental Protection Agency
Region 10, July 2018.
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bearing heat exchangers where it could clog tubes. When material accumulates on the strainer at a
set point, a sensor is activated which flushes the material into the cooling water line. This operation
produces backwash water discharges back into the cooling water line during cleaning of river debris
and silt from the strainer’s screens at The Dalles Lock and Dam and Bonneville Project. Other
facilities have strainers to remove debris and silt which are manually removed and cleaned.

Related to cooling water discharges are the cooling water intake structures. Cooling water intake
structures in other industrial sectors typically remove water directly from the river. These structures
may have screens to remove debris, which fish can become impinged on. Cooling water intake
structures can also harm organisms that are entrained into the facility and unable to pass through.
Hydroelectric generating facilities in the Lower Columbia River extract river water for hydroelectric
generating purposes. This water is considered pass through water, where an NPDES permit is not
required (See Part 11.C.). Therefore, the hydroelectric generating water intake is not considered the
point of cooling water intake. However, at the point that water is extracted for cooling water, its
status moves from pass through water where a NPDES permit is not required, to cooling water
where a NPDES permit is required. The cooling water intake structure in these hydroelectric
generating facilities is the point where water is.diverted from the scroll ¢ase to be used for cooling.

Equipment Drainage and Floor Drain Discharges

Equipment drainage and floor drain discharges are the collection of various points of internal station
drainage discharges. Drainage is collected by floor drains, trench drains, wheel pit drains, station
sumps, spillway sumps, and navigation locks sumps. These drainage collection systems drain water
from compressor blowdowns, leakage fram turbines and penstocks, Grout gallery leakage,
navigation lock leakage, housing leakage, packing boxes leakage. lower guide bearing and other
bearing-related discharges, equipment and seal leakage, gate stems, turbine and scroll case access
doors, tunnel pumpage, and water from ground water infiltration and surface water seepage. The
station drainage system may include treatment units such as oil/water separators, o1l flotation wells,
or station sumps with some functioning as otl/water separators. These discharges can be intermittent
and seasonal, and the outfalls in certain stations can be inaccessible for sampling purposes. Drainage
sumps and dewatering sumps are the primary sources of potential oil and grease discharges in the
hydroelectric facilities in the Lower Columbia River. At some facilities, cooling water discharges
may enter into equipment and floor drains, resulting in a commingled discharge.

FEquipment and Facility Maintenance-Related Water Discharges

The equipment and facility maintenance-related water discharges include river water pumped from
the facility during periods of equipment, station, and facility maintenance. In the Lower Columbia
River hydroelectric generating facilities, maintenance operations are generally continuous, and
maintenance-related waters from unwatering sumps are discharged on a regular basis. During
equipment maintenance operation, discharges occur from the dewatering of equipment containing
river water such as the turbine, penstock, navigation locks, and dewatering sumps, which may
contain residual oil and grease, detritus, or silt.

Equipment Using Lubricants

Various equipment in the hydroelectric generating facilities use equipment that are lubricated with
grease. These include wicket gates, which control the amount of flow entering the scroll case to the
turbine, and other equipment such as bearings, blocks, trucks and guides. Through the greasing
process, water may enter into the river. Lubricated water rope may also come into contact with water
during rainfall. The Kaplan runner is part of the turbine that extends into the draft tube. The runner
contains oil and can release oil similar to a controlled pitch propeller in vessels.
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(. Types of Pollutants Associated with Facilities

These proposed permits address wastewater discharged from outfalls (i.e., discharges that result in
an addition of pollutants to the Lower Columbia River). The permits do not address waters that flow
over the spillway or pass through the turbines. See National Wildlife Federation v. Consumers
Power Company, 862 F.2d 580 (6th Cir. 1988); National Wildlife Federation v. Gorsuch, 693 F.2d
156 (D.C. Cir. 1982). The pollutants associated with wastewaters from the above discharges are oil,
grease, excess heat (temperature), pH, and debris and silt from the strainer’s screens.

Most discharges that affect water quality are ancillary to the direct process of generating electricity
at a hydroelectric generating facility and result mostly from oil spills, equipment leaks, and improper
waste storage. These NPDES permits propose permit limits for oil and grease and pH and
temperature monitoring for cooling water discharges. It also requires development and implementation of
a Best Management Practices (BMP) Plan, Environmentally Acceptable Lubricants (EAL) Annual
Report, and 316(b) Annual Report. The BMP Plan establishes practices and procedures to prevent,
minimize or eliminate the discharge of oil and grease and an annual self-certification report
demonstrating compliance with the BMP Plan.

EALs are biodegradable lubricants. For equipment that use non-EAL lubricants, have an oil-water
interface, or have a high likelihood that lubricants would enter into water, the permit requires the use of
EALs, unless technically infeasible. The permits also require an EAL Annual Report, which is an
inventory of equipment that should be considered for EALs, a technical feasibility evaluation of the
equipment, and annual updates of EAL implementation on equipment. (See IV.C.)

Section 316(b) of the Clean Water Act seeks to minimize adverse effects from cooling water intake
structures on fish. The permits require best technology available (BTA) to be used to ensure that these
effects are minimized. The permit also requires a 316(b) Annual Report, a status report of the BTA and
any studies and optimization related to the use and effectiveness of the BTA on fish mortality.

D. Type of Ireatment

Gravity oil/water separator is a common treatmerit for equipment, sump, and floor drain related
discharges at hydroelectric generating facilities. These oil/water separators use the force of gravity
to separate the lower density oils as a layer on top of the oil/water interface and the heavier
particulate matter (sludge) as a layer on the bottom of the oil/water separator. The design of oil/water
separators is based on the following parameters: water flow rate, density of oil to be separated,
desired oil removal capacity, and operating temperature range.

E. Outfall Description

Below are brief descriptions of outfalls that discharge in Washington waters for each facility. Each
hydroelectric generating facility also has outfalls that discharge in Oregon waters, which are under
the jurisdiction of ODEQ’s NPDES permitting program. As previously stated, the permits the EPA is
proposing to issue only cover the discharges to the Lower Columbia River on the Washington side of
the state border.
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Table 5. Bonneville Project Outfall Description

Qutfall | Qutfall Description Type of Discharge Maximum Daily
Discharge

001 Fish Unit #2 Non-contact cooling water Cooling water 1.2 MGD
002 Fish Unit #1 Non-contact cooling water Cooling water 1.2 MGD
003 CAC2 - HVAC Chiller Cooling water 1.9 MGD
004a Main Unit 18 Non-contact cooling water Cooling water 0.94 MGD
004b Main Unit 18 Thrust bearing cocling water Cooling water 1.0 MGD
005a Main Unit 17 Non-contact cooling water Cooling water 0.94 MGD
005b Main Unit 17 Thrust bearing cooling water Cooling water 1.0 MGD
006a Main Unit 16 Non-contact cooling water Coaling water 0.94 MGD
006b Main Unit 16 Thrust bearing cocling water Cooling water 1.0 MGD
007a Main Unit 15 Non-contact cooling water Cooling water 0.94 MGD
007b Main Unit 15 Thrust bearing cocling water Cooling water 1.0 MGD
008a Main Unit 14 Non-contact cooling water Cooling water “TO.94 MGD
008b Main Unit 14 Thrust bearing coolihg water Cooling water 1.8 MGD
009a Main Unit 13 Non-contact cooling'water Cooling water 0.94 MGD
009b Main Unit 13 Thrust bearing cooling water Cooling water 1.0 MGD
010a Main Unit 12 Non-coptagt cooling water Coagling water 0.94 MGD
010b Main Unit 12 Thrust bearing cooling water Cooling water 1.0 MGD
011a Main Unit 11 Non-centact coolihg water Cooling water 0.94 MGD
011b Main Unit 11 Thrust' bearing cooling water Cooling water 1.0 MGD
012 Oil Water Separator Equipment and floor drain | 0.86 MGD

discharges, maintenance-

related discharges
013 CAC1 =« HVAC Chiller Cooling water 1.9 MGD
014 Unwatering Sump Maintenance-related 10 MGD

discharges, equipment

and floor drain discharges,

cooling water
015 Drainage Sump Equipment and floor drain | 4.3 MGD

discharges, cooling water
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Table 6. The Dalles Lock and Dam Outfall Description

Qutfall Qutfall Description Type of Discharge Maximum Daily
Value
001 Unwatering sump Maintenance-related 9 MGD
discharges, equipment
and floor drain discharges,
cooling water
002 Drainage sump Equipment and floor drain | 1.4 MGD
discharges, maintenance-
related discharges, cooling
water
003 Main Units 1 and 2 Non-contact cooling Cooling water 2.4 MGD
water
004 Main Units 3 and 4 Non-contact cooling Cooling water 2.4 MGD
water
005 Main Units 5 and 6 Non-contact cooling Cooling water 2.4 MGD
water
006 Main Units 7 and 8 Non-contact cooling Cooling water * 2.4 MGD
water
007 Main Units 9 and 10 Non-contact cooling Cooling water 24 MGD
water
008 Main Units 11 and 12 Non-contact'cooling Cooling water 2.4 MGD
water
009 Main Units 13 and 14 Non-contact cooling Cooling water 2.4 MGD
water
010 Main Units 15 and 16 Non-contact cooling Cooling water 2.4 MGD
water
011 Main Units 17:and 18 Non=contact cooling Cooling water 24 MGD
water
012 Main Units 19 and' 20 Non-contact cooling Cooling water 2.4 MGD
water
013 Main Units. 21 and 22 Noh-tontact cooling Cooling water 24 MGD
water
014 Fish Units 1 and:2 Cooling water Cooling water 0.44 MGD
015 South spillway sump Equipment and floor drain | 0.036 MGD
discharges, maintenance-
related discharges
016 North spillway sump Equipment and floor drain | 0.0072 MGD
discharges, maintenance-
related discharges
017 Navigation lock drainage sump Equipment and floor drain | 0.00144 MGD
discharges, maintenance-
related discharges
018 Transformer cooling water #1 Cooling water 1.9 MGD
019 Transformer cooling water #2 Cooling water 1.9 MGD
022 Transformer cooling water #5 Cooling water 1.9 MGD
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023 Transformer cooling water #6 Cooling water 1.9 MGD
026 Transformer cooling water #9 Cooling water 1.9 MGD
027 Transformer cooling water #10 Cooling water 1.9 MGD
028 Transformer cooling water #11 Cooling water 1.9 MGD
029 Transformer cooling water #12 Cooling water 1.9 MGD
030 Transformer cooling water #13 Cooling water 1.9 MGD
031 Transformer cooling water #14 Cooling water 1.9 MGD
032 Station service 01 and 02 cooling water Cooling water 0.21 MGD
033 Transformer T04 cooling water Cooling water 0.17 MGD
034 Transformer TO1 cooling water Cooling water 0.17 MGD
035 Auxiliary water pump Equipment and floor drain
water. maintenance-
-lr—eﬁlated water
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Table 7. John Day Project Outfall Description

Qutfall | Outfall Description

Type of Discharge

Maximum Daily
Discharge

018 Main Unit 15 Non-contact cooling water

Cooling water

2.2 MGD

019 Main Unit 16 Non-contact cooling water

Cooling water

22GD

020 Unwatering sump pump 3

Maintenance-related
discharges, equipment
and floor drain discharges,
cooling water

13 MGD

021 Unwatering sump pump 4

Maintenanceg:-related
discharges, equipment
and flogr drain discharges,
coolifig water

023 Central Non-Overflow (CNO) Pumps 9

13 MGD

Equipment and floor drain
water, maintenange-
related water

3.6 MGD

024 Central Non-Overflow (CNO) Pumps 10

Equipment and floor drain
water, maintenance-
related water

025 Central Non-Overflow (CNO) Pumps 141

3.6 MGD

Equipment and floor drain
water; maintenance-
related water

3.6 MGD

026 Spillway drainage sump pumps 8, 8A

drainage of secondaty containment

028 Nayvigation Lock Drainage Sump 3

027 Navigation lock fill valve tainter 4 — pump for

Equipment and floor drain
water maintenance-
related water

1.1 MGD

Equipment and floor drain
water, maintenance-
related water

22MGD

Equipment and floor drain
water, maintenance-
related water

4.3 MGD

029 Navigation Lock Pump 4

Equipment and floor drain
water, maintenance-
related water

0.22 MGD

031 Powerhouse HVAC cooling water

Cooling water

0.17 MGD

Table 8. McNary Lock and Dam and Lock Outfall Description

Qutfall | Outfall Description

Type of Discharge

Average Discharge

Flow
021 Navigation Lock Upstream Sump Equipment and floor drain | 0.43 MGD
water, maintenance-
related water
022 Navigation Lock Downstream Sump Equipment and floor drain | 0.43 MGD

water, maintenance-
related water
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F. Effluent Characterization

To characterize the effluent, the EPA evaluated the facility’s application form and additional data
provided by ODEQ and the facilities. The table below summarizes information from the permit
application. Data are limited, and in all but a few outfalls, there is one sample point per outfall. In
the Bonneville Project, The Dalles Lock and Dam, and the John Day Project, USACE also
conducted continuous hydrocarbon monitoring. All data are provided in Appendix D.

Table 9. Summary of Pollutants Detected in Outfalls

Bonneville Project

Pollutant

Concentration range

Total suspended solids (TSS)

1.0 mg/L — 33 mg/L

Total organic carbon (TOC)

1.4 mg/L —2.9 mg/L

Ammonia 0.29 mg/L
Temperature (summer) 15-24°C
pH 7.5-8.1s.u.

The Dalles Lock and Dam

Pollutant

Concentration range

Oil and grease

Believed present. but no
measurements

Total suspended solids (TSS)

0.5 mg/L - 24 mg/LL

Total organic carbon (TOC)

0.92 mg/l.— 2.7 mg/L

Ammonia

0.32 mg/LL

Chemical oxygen demand

Non-detect - 10 mg/L,

Biochemical oxygen demand 3.1 mg/L
Temperature (winter) 11-17°C
pH 65-89s.u

__1

John Day Project

Pollutant

Concentration range

Total suspended solids (TSS)

12mg/lL—59 mg/LL

Total organic carbon (TOC)

1.1 mg/L — 2.6 mg/LL

Ammonia

0.12 mg/L — 0.30 mg/L

Biochemical oxygen demand 5.5 mg/L
Temperature (summer) 17-24°C
pH 7.4-T79s.u.

McNary Lock and Dam

Pollutant

Concentration range

Total suspended solids (TSS)

1.0 mg/L — 6.0 mg/L

Total organic carbon (TOC)

1.7 mg/L - 2.8 mg/L

Ammonia

0.07 mg/L

Chemical oxygen demand

<5 mg/L -7 mg/L

Biochemical oxygen demand

2.1 mg/L —4.2 mg/L

Oil and grease

<1 mg/L — 1 mg/L

Temperature (summer)

19-20°C

pH

7.5-85s.u.
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(5. Compliance History

The proposed permits are new so there are no past permit violations. However, the facilities are
currently discharging without a permit. As previously explained, on August 4, 2014, the USACE and
Columbia Riverkeeper reached a Settlement Agreement where, among other things, the USACE
agreed to submit NPDES permit applications for outfalls with potential pollutant discharges for,
among other facilities, the four facilities that discharge to the Lower Columbia River.

IHI. Receiving Water
In drafting permit conditions, the EPA must analyze the effect of the facility’s discharge on the
receiving water. The details of that analyses are provided in this Fact Sheet. This section summarizes
characteristics of the recetving water that impact that analysis,

A, Receiving Water

These facilities discharge to the Lower Columbia River. The Bonneville Project discharges near
river mile 146 of the Columbia River near the City of Cascade Locks, Oregon. The Dalles Lock and
Dam discharges near river mile 191 of the Columbia River near the City of The Dalles, Oregon. The
John Day Project discharges near river mile 216 of the Columbia River near the City of Rufus,
Oregon. The McNary Lock and Dam discharges near river mile 293 of the ( plumbia River near the
City of Umatilla, Oregon.

Section 301(b)(1)(C) of the Clean Water Act (CWA) requires the development of limitations in
permits necessary to meet water quality standards. 40 CFR 122.4(d) requires that the conditions in
NPDES permits ensure compliance with the water quality standards of all affected States and Tribes.
A State’s or Tribe’s water quality standards are composed of use classifications, numeric and/or
narrative water quality criteria and an anti-degradation policy.

The use classification system designates the beneficial uses that each water body is expected to
achieve, such as drinking water supply, contact recreation, and aquatic life. The numeric and
narrative water quality criteria are the criteria deemed necessary by the State to support the
beneficial use classification of each water body. The anti-degradation policy represents a three-
tiered approach to maintain and protect various levels of water quality and uses.

B. Designated Beneficial Uses

The facilities discharge to the Lower Cplumbia River from river mile zero (the mouth of the
Columbia River with the Pacific Ocean) to river mile 293. At the points of discharge, the Lower
Columbia River is protected for the following designated uses in Washington (WAC 173-201A-602
Table 602): spawning and rearing, primary contact, domestic water, industrial water, agricultural
water, stock water, wildlife habitat, harvesting, commerce/navigation, and aesthetics. Although the
permits regulate discharges from outfalls in Washington, they may also affect Oregon waters since
the Lower Columbia River includes both Washington and Oregon waters. The Columbia River is
protected for the following designated uses in Oregon (OAR 340-041-0101, Tables 101A and 101B):
public domestic water supply, private domestic water supply, industrial water supply, irrigation,
livestock watering, fish and aquatic life, salmon and steelhead migration, salmon and steelhead
spawning through fry emergence (October 15-March 31), shad and sturgeon spawning and rearing,
wildlife and hunting, fishing, boating, water contact recreation, aesthetic quality, hydropower, and
commercial navigation and transportation. The EPA has established effluent limitations and other
requirements in the permits to maintain the most stringent possible water quality criteria. In this
manner, the permits will be protective of all possible receiving water uses in Washington and
Oregon.

3
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(. Surface Water Quality Criteria
The criteria are found in the following sections of the Washington Water Quality Standards and
Oregon Water Quality Standards:

e The numeric and narrative criteria applicable to all fresh waters of the State are found in WAC
173-201A-200 (Fresh water designated uses and criteria) and WAC 173-201A-260 (Natural
conditions and other water quality criteria and applications). Oregon’s water quality standards
for all waters of the State are found in OAR 340-041 (Water quality standards: Beneficial uses,
policies, and criteria for Oregon).

e The numeric and narrative criteria for toxic substances for the protection of aquatic life and
primary contact recreation are found at WAC 173-201A-240 and OAR 340-041-0033 (Toxic
Substances).

e Water quality criteria for agricultural water supply can be found in the EPA’s Water Quality
Criteria 1972, also referred to as the “Blue Book™ (EPA R3-73-033)

e Basin-specific water quality standards for the Columbia River are at OAR-340-041-0101, and
OAR-340-041-0103, and OAR-340-041-0104.

The permits contain language for the following narrative criteria:

Toxic Substances. Toxic substances shall not be introduced above natural background levels in
waters of the state which have the potential either singularly or cumulatively to adversely affect
characteristic water uses, cause acute or chronic toxicity to the most sensitive biota dependent upon
those waters, or adversely affect public health, as determined by the department (WAC 173-201A-
240).

Toxic substances may not be introduced above natural background levels in waters of the state in
amoutts, concentrations, or combinations that may be harmful, may chemically change to harmful
forms in the environment, or may accumulate in sediments or bicaccumulate in aquatic life or
wildlife to levels that adversely alfect public health, safety, or welfare or aquatic life, wildlife or
other designated beneficial uses (OAR 340-041-0033(1)).

Deleterious. floating. suspended. submerged matter aesthetics, visible oil sheen. Toxic, radioactive,
or deleterious material concentrations must be below those which have the potential, either
singularly or cumulatively, to adversely affect characteristic water uses, cause acute or chronic
conditions to the most sensitive biota dependent upon those waters, or adversely affect public health
(WAC 173-201A-260(2)(a)).

Aesthetic values must not be impaired by the presence of materials of their effects, excluding those
of natural origin, which offend the senses of sight, smell, touch, or taste (WAC 173-201A-260-2(b)).

The creation of tastes ot odors ot toxic or other conditions that are deleterious to fish or other aquatic
life or affect the potability of drinking water or palatability of fish or shellfish may not be allowed
(OAR 340-041-0033(11)).

Objectionable discoloration, scum, oily sheens, or floating solids, or coating of aquatic life with oil
films may not be allowed (OAR 340-041-0033(12)).

D). Impaired Waters/TMDLs

Section 303(d) of the CWA requires states to identify specific water bodies where water quality
standards are not expected to be met after implementation of technology-based effluent limitations
by point sources. For all 303(d)-listed water bodies and pollutants, states must develop and adopt
total maximum daily loads (TMDLs) that will specify wasteload allocations (WLAs) for point
sources and load allocations (LAs) for non-point sources, as appropriate. WLAs for point sources are
implemented through limitations incorporated into NPDES permits that are consistent with the
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assumptions of the WLAs in the TMDL (40 CFR 122 .44(d)(1}(vii)}(B)).
Dioxins

In 1991, Ecology and ODEQ issued a TMDL for dioxins in the Columbia River. The TMDL
identified the major sources of dioxin as pulp mills that were operating during the development of
the TMDL. Dioxins are usually a result of chemical processes at high temperatures. Since no
chemical processes at high temperatures occur at the hydroelectric generating facilities, dioxins are
not expected to be present in the discharges from the facilities. In addition, the EPA has taken a
conservative approach and has included Part 1.B.2 of the permits, which prohibits the discharge of
toxic substances in concentrations that impair beneficial uses.

Total Dissolved Gas

In 2002, Ecology and ODEQ issued a TMDL for total dissolved gas in the Lower Columbia River.
Elevated total dissolved gas is caused by spill events, when quickly flowing water entrains total
dissolved gas at high levels. In the case of hydroelectric generating facilities, these spill events are
“pass through” water, which are not regulated by NPDES permits {See National Wildlife Federation
v. Consumers Power Company, 862 F.2d 580 (6th Cir. 1988); National Wildlife Federation v.
Gorsuch, 693 F.2d 156 (D.C. Cir. 1982). Total dissolved gas is not a pollutant found in the
discharges covered under the permits. Therefore, total dissolved gas is not a pollutant of concern for
the discharges authorized by these permits.

PCBs

The Columbia River is listed as impaired for PCBs on Ecology’s CWA Section 303(d) list. PCBs
may be present in turbine fluid, lubricants, paint, and caulk though exact sources of PCBs are
unknown at the hydroelectric generating facilities. Therefore, the EPA has taken a conservative
approach and included provisions in the permit that prohibit the discharge of PCBs and the discharge
of toxic substances in concentrations that impair the beneficial uses of the receiving water (see Part
1.B.2). The permits also require the hydroelectric projects to use lubricants, paint and caulk that do
not contain PCBs, unless technically infeasible.

Temperature

The Columbia River is listed as impaired for temperature on Ecology’s CWA Section 303(d) list.
The EPA is conducting studies on temperature in the Columbia River and working to develop a
temperature TMDL. Cooling water discharges from the hydroelectric generating facilities may affect
temperature. However, the effects may be small, since these discharges combine with water passed
over spillways. The water over spillways tends to have a much larger effect because the amount of
water is much greater, and the temperatures behind reservoirs can rise much higher when air
temperatures are high. The Biological Evaluation for the draft Idaho Hydroelectric Facility General
Permit issued by the EPA in 2018 analyzed the potential temperature impacts from cooling water
using information from the Oxbow and Hells Canyon hydroelectric generating facilities. The study
found a maximum temperature increase of 0.02°C with 25% mixing, and 0.004°C with 100%
mixing. Thus, the temperature increase is predicted to be low. The hydroelectric generating facilities
have limited temperature data on their cooling water discharges, in most cases, one sample per
outfall. Therefore, the permits require continuous temperature monitoring for cooling water
discharges and monthly temperature monitoring where a similar cooling water discharge requires
continuous temperature monitoring. Information from these permits will inform the TMDL studies
and the next permit cycle.
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IV. Effluent Limitations and Monitoring
The tables below show the effluent limits for each facility:

Table 10. Bonneville Project Proposed Effluent Limitations and Monitoring

Effluent Limitations and Monitoring Requirements for Outfalls 001, 002, 003, 004a, 004b, 005a,
005b, 006a, 006b, 007a, 007b, 008a, 008b, 009a, 009b, 010a, 010b, 011a, 011b, and 013: Fish Units
Non-Contact Cooling Water, Main Turbine Units Non-Contact Cooling Water, Main Turbine
Units Thrust Bearing Water and HVAC Chillers

Monitoring Requirements
Parameter Units Effluent Limitations Sample Sample Sample Type
Location Frequency
Parameters With Effluent Limits
pH std units Between 6.5 - 8.5 Effluent 1/month Grab
Qil and grease mg/L 5 (daily maximum) | - Effluent 1/month Grab
Report Parameters
Flow mgd Report | Effluent 1/month Measurement
See .
Temperature 7DADMeC? Report Paragraph CO?/thO%SQ or Mealsurlement/C
LB.10. mont alculation

Visible Oil
Sheen,
Floating, . . Visual
Suspended, or - See Paragraph 1.B.4 of this permit. Observation
Submerged
Matter |
Notes

1. 7-day average daily maximum. This is a rolling 7-day average calculated by taking the average of the daily
maximum temperatures.
2. See Paragraphs 1.B.10 and | B.11.
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Effluent Limitations and Monitoring Requirements for OQutfalls 014 and 015: Unwatering Sump
and Drainage Sump

Monitoring Requirements
Parameter Units Effluent Limitations Sample Sample
Location Frequency Sample Type
Parameters With Effluent Limits
pH std units Between 6.5~8.5 Effluent 1/month Grab
QOil and grease mg/L 5 (daily maximum) Effluent 1/month Grab
Report Parameters
Flow mgd Report Effluent 1/month Measurement
Temperature 7DADMeC! Report Effluent Continuous 2 Mce:asurement/
alculation
Visible Oil
Sheen,
gllj):pt)gr?éed, or - See Paragraph | B.4 of this permit. Ob;/;\lj:tlion
Submerged
Matter
Notes
3. 7-day average daily maximum. This is a rolling 7-day average calgulated by taking the average of the daily
maximum temperatures.
4. See Paragraphs [.B.11.

Effluent Limitation and Monitoring Requirements for Outfalls 012: Oil Water Separator

Monitoring Requirements
Parameter Units Effluent Limitations Sample Sample

Location Frequency
Parameters With Effluent Limits

pH std units Between 6.5 -8.5 Effluent 1/month Grab
Oil and grease mg/L 5:{daily maximum) Effluent 1/month Grab
mgd |

Sample Type

Report Parameters

Flow Report | ~ Effluent |  1/month Measurement
Visible Oil

Sheen,

Floating, Visual

Suspended, or - See Paragraph 1.B.4 of this permit. Observation
Submerged

Matter
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Table 11. The Dalles Lock and Dam Proposed Effluent Limitations and Monitoring

Effluent Limitations and Monitoring Requirements for Outfalls 001, 002 and 032: Unwatering
Sump, Drainage Sump, Station Service Non-Contact Cooling Water

Monitoring Requirements
Parameter Units Effluent Limitations Sample Sample
Location Frequency Sample Type
Parameters With Effluent Limits
pH std units Between 6.5 -85 Effluent 1/month Grab
Oil and grease mg/L 5 (daily maximum) Effluent 1/month Grab
Report Parameters
Flow mgd Report Effluent 1/month Measurement
Temperature 7DA?MOC Report Effluent Continuous? Measurement/C
alculation
Visible Oil Sheen,
gf:;g?aed, or - See Paragraph 1.B 4 of this permit. Ob;/;\lj:tlion
Submerged Matter
Notes
1. 7-day average daily maximum. This is a rolling 7-day:.average calculated by taking the average of the daily
maximum temperatures.
2. See Paragraph 1.B.11.
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Effluent Limitations and Monitoring Requirements for Outfalls 003, 004, 005, 006, 007, 008, 009,
010,011, 012, 013, 014, 018, 019, 022, 023, 026, 027, 028, 029, 030, 031, 033 and 034: Main Units
Non-Contact Cooling Water, Transformer Non-Contact Cooling Water, Station Service Non-

Contact Cooling Water, and Fish Unit Non-Contact Cooling Water

Monitoring Requirements

Parameter Units Effluent Limitations Sample Sample
Location Frequency Sample Type
Parameters With Effluent Limits
pH std units Between 6.5 -85 Effluent 1/month Grab
Qil and grease mg/L. 5 Effluent 1/month Grab
Report Parameters
Flow mgd Report Effluent 1/month Measurement
See
Report | PSRN | O | Mo
| this permit. _l_“
Visible Oil
Sheen,
;f:;gr?éed, or - See Paragraph 1.B.4 of this permit. Ob;/;s:iion
Submerged
Matter
Notes

1. 7-day average daily maximum. This is & rolling 7-day average ¢algulated by taking the average of the
daily maximum temperatures.
2. See Paragraphs [.B.10 and 1.B.11.

Effluent Limitation and Monitoring Requirements for Outfalls 015, 016, 017 and 035: Auxiliary
Water Supply Valve Pit, South Spillway Sump, North Spillway Sump, Navigation Lock Drainage

Sumps
Monitoring Requirements
Parameter Units Effluent Limitations Sample Sample
l Location Frequency Sample Type
Parameters With Effluent Limits
pH } std units | Between65-85 Effluent 1/month Grab
Qil and grease mg/l 5 (daily maximum) Effluent 1/month Grab
Report Parameters
Flow mgd. Rep